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SA9X-3.6W/6W/7.2W/7.5W/9W/13W/15W "W" Series

X=A,J (A=UL plug/J=Janpanese plug).

"W" can be W or blank to indicate IP level, W = Raintight (IP44), blank =Indoor Use (IP20).
e High Efficiency , Compliance To DOE / CEC Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit / Short Circuit / Over Current/ Over Voltage

e Auto Restart After Fault Conditions Remove

¢ 100% Full Load Burn-In Test

e Class 2 Power Unit

e Suitable For LED Lighting/Seasonal-Use LED Lighting /Garden Lighting Applications
e Comply UL1310/UL2749 / PSE And FCC Regulations

e 1 Year Warranty

Dimension: 66(L)*38(W)*28(H)mm P20 Dimension: 66(L)*38(W)*28(H)mm P20 Dimension: 100(L)*38(W)*28(H)mm IP44
Safty & FCC:UL1310/UL2749, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.
rﬂ?nddec'bgrulﬂll?r M?::iln':iugmhger Input Voltage Output Voltage Qutput Current Output Wattage
SA9X-3.6-4.5 SA9X-3.6-4.5W 100V /120V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06 SA9X-3.6-06W 100V /120V 6Vdc 0.6A 3.6W
SA9X-3.6-12 SA9X-3.6-12W 100V /120 V 12Vdc 0.3A 3.6W
SA9X-3.6-24 SA9X-3.6-24W 100V /120V 24Vdc 0.15A 3.6W
SA9X-3.6-29 SA9X-3.6-29W 100V /120 V 29Vvdc 0.125A 3.6W
SA9X-3.6-31 / 100v/120V 31Vde 0.116A 3.6W
SA9X-3.6-36 / 100v/120V 36Vdc 0.1A 3.6W
SA9X-04-29 SA9X-04-29W 100v/120V 29Vdc 0.138A 4W
SA9X-05-05 SA9X-05-05W 100v/120V 5Vdc 1A 5W
SA9X-05-18 SA9X-05-18W 100v/120V 18Vdc 0.28A 5W
SA9X-06-06 SA9X-06-06W 100v/120V 6Vdc 1A 6W
SA9X-06-12 SA9X-06-12W 100V/120V 12Vdc 0.5A 6W
SA9X-06-24 SA9X-06-24W 100V/120V 24Vdc 0.25A 6W
SA9X-06-29 SA9X-06-29W 100V/120V 29Vdc 0.206A 6W
SA9X-06-31 / 100V/120V 31vdc 0.193A 6W
SA9X-06-36 / 100V/120V 36Vdc 0.167A 6W
SA9X-7.5-05 SA9X-7.5-05W 100V /120 V 5Vdc 1.5A 7.5W
SA9X-7.2-06 SA9X-7.2-06W 100V /120V 6Vdc 1.2A 7.2W
SA9X-7.2-12 SA9X-7.2-12W 100V /120V 12Vdc 0.6A 7.2W
SA9X-7.5-12 SA9X-7.5-12W 100V /120 V 12Vdc 0.65A 7.5W
SA9X-7.2-24 SA9X-7.2-24W 100V /120V 24Vdc 0.3A 7.2W
SA9X-7.5-24 SA9X-7.5-24W 100V /120 V 24Vdc 0.313A 7.5W
SA9X-7.2-29 SA9X-7.2-29W 100V /120 V 29Vdc 0.248A 7.2W
SA9X-7.2-31 / 100V /120 V 31Vdc 0.232A 7.2W
SA9X-7.2-36 / 100V /120 V 36Vdc 0.2A 7.2W
SA9X-08-06 SA9X-08-06W 100V /120 V 6Vdc 1.34A 8W
SA9X-09-09 SA9X-09-09W 100V /120 V 9Vdc 1A 9w
SA9X-09-12 SA9X-09-12W 100V /120 V 12vdc 0.75A 9w
SA9X-09-24 SA9X-09-24W 100V /120 V 24Vdc 0.375A 9w
SA9X-09-29 SA9X-09-20W 100v/120V 29Vdc 0.31A 9w
SA9X-09-31 / 100V /120V 31Vdc 0.29A 9w
SA9X-09-36 / 100V /120V 36Vdc 0.25A 9w
SA9X-10-05 SA9X-10-05W 100V /120V 5Vdc 2A 10W
SAGX-13-12 SA9X-13-12W 100V /120V 12Vdc 1.0BA 13W
SAGX-13-24 SA9X-13-24W 100V /120V 24Vdc 0.54A 13W
SAGX-13-29 SA9X-13-29W 100V /120V 29Vdc 0.448A 13W
SA9X-13-31 / 100V /120V 31Vdc 0.419A 13W
SA9X-13-36 / 100v/120V 36Vdc 0.361A 13w
SA9X-15-12 SA9X-15-12W 100V /120V 12Vdc 1.25A 15W
SA9X-15-24 SA9X-15-24W 100v/120V 24Vdc 0.625A 15W
SA9X-15-29 SA9X-15-29W 100v/120V 29Vdc 0.518A 15W
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SA9A-3.6W /6W /7.2W /9W /13W "WM2T" Series With Functional and Timmer Series
"W" can be W or blank to indicate IP level, W = Raintight (IP44), blank =Indoor Use (IP20).

"M2" = Build 8 Functional Controller. Functional

"T" canbe T orblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control. Timmer

e High Efficiency , Compliance To DOE / CEC Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current / Over Voltage

e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

e Class 2 Power Unit

e Suitable For LED Lighting/Seasonal-Use LED Lighting /Garden Lighting Applications

e Comply UL1310 And FCC Regulations

e 1 Year Warranty

Dimension: 99(L)*38(W)*28(H)mm IP20 Dimension: 107(L)*38(W)*28(H)mm IP44

Safty & FCC:UL1310, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.
N:fnd:;:rul':;zir Mag::ﬂ':;’g";:’)er Input Voltage Output Voltage OQutput Current Output Wattage
SA9A-3.6-4.5M2T SA9A-3.6-4. 5WM2T 120V 4.5Vdc 0.8A 3.6W
SAYA-3.6-06M2T SA9A-3.6-06WM2T 120V 6Vdc 0.6A 3.6W
SAYA-3.6-12M2T SA9A-3.6-12WM2T 120V 12Vdc 0.3A 3.6W
SA9A-3.6-24M2T SA9A-3.6-24WM2T 120V 24Vdc 0.15A 3.6W
SA9A-3.6-29M2T SA9A-3.6-29WM2T 120V 29Vdc 0.125A 3.6W
SA9A-3.6-31M2T / 120V 31Vdc 0.116A 3.6W
SA9A-3.6-36M2T / 120V 36Vdc 0.1A 3.6W
SAQA-04-20M2T SAYA-04-29WM2T 120V 29vdc 0.138A aw
SA9QA-05-05M2T SAYA-05-05WM2T 120V 5Vdc 1A 5W
SA9A-06-06M2T SAYA-06-06WM2T 120V 6Vdc 1A 6W
SA9A-06-12M2T SAYA-06-12WM2T 120V 12Vde 0.5A W
SA9A-06-24M2T SA9A-06-24WM2T 120V 24Vdc 0.25A 6W
SAOA-06-20M2T SA9A-06-29WM2T 120V 29vdc 0.206A 6W
SAQA-06-31M2T ! 120V 31Vdc 0.193A 6W
SA9A-06-36M2T / 120V 36Vdc 0.167A 6w
SA9A-7.5-05M2T SA9A-7.5-05WM2T 120V 5.5Vdc 1.5A 7.5W
SA9A-7.2-06M2T SA9A-7.2-06WM2T 120V 6Vdc 1.2A 7.2W
SAQA-7.2-12M2T SAQA-7.2-12WM2T 120V 12Vdc 0.6A 7.2W
SAQA-7.2-24M2T SAQA-7.2-24WM2T 120V 24Vdc 0.3A 7.2W
SAYA-7.2-29M2T SAYA-7.2-29WM2T 120V 29Vdc 0.248A 7.2W
SAYA-7.2-31M2T / 120V 31Vdc 0.232A 7.2W
SA9A-7.2-36M2T ! 120V 36Vdc 0.2A 7.2W
SA9A-08-06M2T SAYA-08-06WM2T 120V 6Vdc 1.34A 8W
SA9A-09-09M2T SAQA-09-09WM2T 120V 9vdc 1A aw
SA9A-09-12M2T SA9A-09-12WM2T 120V 12Vdc 0.75A aw
SA9A-09-24M2T SAQA-09-24WM2T 120V 24Vdc 0.375A aw
SA9A-09-20M2T SAYA-09-29WM2T 120V 29Vdc 0.31A aw
SA9A-09-31M2T ! 120V 31vdc 0.29A oW
SA9A-09-36M2T / 120V 36Vdc 0.25A aw
SA9A-10-05M2T SAYA-10-05WM2T 120V 5Vdc 2A 10W
SA9A-13-12M2T SA9A-13-12WM2T 120V 12Vdc 1.08A 13W
SA9A-13-24M2T SAYA-13-24WM2T 120V 24Vdc 0.54A 13W
SA9A-13-20M2T SA9A-13-29WM2T 120V 29Vdc 0.448A 13W
SA9A-13-31M2T ! 120V 31Vdc 0.419A 13W
SA9A-13-36M2T / 120V 36Vdc 0.361A 13W
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SA9A-3.6W /6W /7.2W /9W /13W "WM2POT" Series With Functional / Photocell and Timmer Series
"W" can be W or blank to indicate IP level, W = Raintight (IP44), blank =Indoor Use (IP20).
"M2" = Build 8 Functional Controller.

Functional

“"PO"=Build Photocell Control. Photocell
"T" canbe Torblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control. Timmer
e High Efficiency , Compliance To DOE / CEC DIRTective
e High Precision Constant Voltage And Current Regulation
e Programmable CV And CC Regulation
e Protection :Open CIRTcuit/ Short CIRTcuit/ Over Current/ Over Voltage
e Auto Restart After Fault Conditions Remove
e 100% Full Load Burn-In Test
e Class 2 Power Unit
e Suitable For LED Lighting/Seasonal-Use LED Lighting /Garden Lighting Applications
e Comply UL1310 And FCC Regulations
e 1 Year Warranty

Dimension: 107(L)*38(W)*28(H)mm IP44 Dimension: 99(L)*38(W)*28(H)mm IP20
Safty & FCC:UL1310, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.

N:fndde‘::rul?::;r M?éi:ilnhtl;.ugmh::)er Input Voltage Output Voltage Qutput Current Output Wattage
SA9A-3.6-4.5M2POT SA9A-3.6-4.5WM2POT 120V 4.5Vdc 0.8A 3.6W
SA9A-3.6-06M2POT SA9A-3.6-06WM2POT 120V 6Vdc 0.6A 3.6W
SA9A-3.6-12M2POT SA9A-3.6-12WM2POT 120V 12Vde 0.3A 3.6W
SA9A-3.6-24M2POT SA9A-3.6-24WM2POT 120V 24Vdc 0.15A 3.6W
SA9A-3.6-29M2POT SA9A-3.6-29WM2POT 120V 29Vde 0.125A 3.6W
SA9A-3.6-31M2POT / 120V 31vde 0.116A 3.6W
SA9A-3.6-36M2POT / 120V 36Vdc 0.1A 3.6W
SA9A-04-20M2POT SAYA-04-29WM2POT 120V 29Vde 0.138A 4w
SA9A-05-05M2POT SAYA-05-05WM2POT 120V 5Vdc 1A 5W
SA9A-06-06M2POT SA9A-06-06WM2POT 120V 6Vdc 1A W
SA9A-06-12M2POT SA9A-06-12WM2POT 120V 12Vdc 0.5A W
SA9A-06-24M2POT SA9A-06-24WM2POT 120V 24Vdc 0.25A BW
SA9A-06-290M2POT SA9A-06-29WM2POT 120V 29Vde 0.206A W
SA9A-06-31M2POT / 120V 31Vdc 0.193A W
SA9A-06-36M2POT / 120V 36Vdc 0.167A W
SA9A-7.5-05M2POT SA9A-7.5-05WM2POT 120V 5.5Vdc 1.5A 7.5W
SA9A-7.2-06M2POT SA9A-7.2-06WM2POT 120V 6Vdc 1.2A 7.2W
SA9A-7.2-12M2POT SA9A-7.2-12WM2POT 120V 12vdc 0.6A 7.2W
SAYA-7.2-24M2POT SA9A-7.2-24WM2POT 120V 24Vdc 0.3A 7.2W
SAYA-7.2-29M2POT SA9A-7.2-29WM2POT 120V 29Vdc 0.248A 7.2W
SA9A-7.2-31M2POT / 120V 31Vdc 0.232A 7.2W
SAYA-7.2-36M2POT / 120V 36Vdc 0.2A 7.2W
SA9A-08-06M2POT SA9A-08-06WM2POT 120V 6Vdc 1.34A 8w
SA9A-09-09M2POT SA9A-09-09WM2POT 120V 9vdc 1A 9w
SA9A-09-12M2POT SA9A-09-12WM2POT 120V 12Vdc 0.75A 9w
SA9A-09-24M2POT SA9A-09-24WM2POT 120V 24Vdc 0.375A 9w
SA9A-09-20M2POT SA9A-09-20WM2POT 120V 20Vdc 0.31A aw
SA9A-09-31M2POT / 120V 31Vdc 0.29A 9w
SA9A-09-36M2POT / 120V 36Vdc 0.25A aw
SA9A-10-05M2POT SA9A-10-05WM2POT 120V 5vdc 2A 10W
SA9A-13-12M2POT SA9A-13-12WM2POT 120V 12vde 1.08A 13w
SA9A-13-24M2POT SA9A-13-24WM2POT 120V 24Vdc 0.54A 13W
SA9A-13-29M2POT SA9A-13-26WM2POT 120V 29Vdc 0.448A 13W
SA9A-13-31M2POT / 120V 31Vdc 0.419A 13W
SA9A-13-36M2POT / 120V 36Vdc 0.361A 13W
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SA9A-3.6W /6W /7.2W /9W /13W "WM2IRT" Series With Functional / Remote Cnotrol and Timmer Series
"W" can be W or blank to indicate IP level, W = Raintight (IP44), blank =Indoor Use (IP20).
"M2" = Build 8 Functional Controller.

"IR"=Added Remote Control.

"T" can be Torblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control.

Functional
Remote Cnotrol
Timmer Series

e High Efficiency , Compliance To DOE / CEC DIRTective

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open CIRTcuit/ Short CIRTcuit / Over Current/ Over Voltage

e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

e Class 2 Power Unit

e Suitable For LED Lighting/Seasonal-Use LED Lighting /Garden Lighting Applications
e Comply UL1310 And FCC Regulations

e 1 Year Warranty

Dimension: 99(L)*38(W)*28(H)mm IP20

Dimension: 107(L)*38(W)*28(H)mm IP44

Dimension: 86(L)*40(W)*7(H)mm (Remote Controller)

M(fnd:;:rul';;?)" M?éi:ilnl\tliugmhger Input Voltage Output Voltage Output Current Output Wattage
SA9A-3.6-4 5M2IRT SA9A-3.6-4. 5WM2IRT 120 v 4.5Vdc 0.8A 3.6W
SA9A-3.6-06M2IRT SA9A-3.6-06WM2IRT 120V 6Vdc 0.6A 3.6W
SA9A-3.6-12M2IRT SA9A-3.6-12WM2IRT 120V 12Vde 0.3A 3.6W
SA9A-3.6-24M2IRT SA9A-3.6-24WM2IRT 120V 24Vdc 0.15A 3.6W
SA9A-3.6-29M2IRT SA9A-3.6-29WM2IRT 120V 29Vdc 0.125A 3.6W
SA9A-3.6-31M2IRT / 120V 31Vdc 0.116A 3.6W
SA9A-3.6-36M2IRT / 120V 36Vdc 0.1A 3.6W
SAQA-04-29M2IRT SA9A-04-29WM2IRT 120V 29vdc 0.138A aw
SA9A-05-05M2IRT SA9A-05-05WM2IRT 120V 5Vdc 1A 5W
SA9A-06-06M2IRT SA9A-06-06WM2IRT 120V 6Vdc 1A 8w
SA9A-06-12M2IRT SA9A-06-12WM2IRT 120V 12Vdc 0.5A 6W
SAQA-06-24M2IRT SAQA-06-24WM2IRT 120V 24vdc 0.25A W
SA9A-06-29M2IRT SAQA-06-29WM2IRT 120V 29vdc 0.206A 6W
SA9A-06-31M2IRT / 120V 31Vdc 0.193A ewW
SA9A-06-36M2IRT ! 120V 36Vdc 0.167A 8w
SA9A-7.5-05M2IRT SA9A-7.5-05WM2IRT 120V 5.5Vdc 1.5A 7.5W
SA9A-7.2-06M2IRT SAQA-7.2-06WM2IRT 120V 6Vdc 1.2A 7.2W
SA9A-7.2-12M2IRT SA9A-7.2-12WM2IRT 120V 12Vdc 0.6A 7.2W
SA9A-7.2-24M2IRT SA9A-7.2-2dWM2IRT 120V 24Vdc 0.3A 7.2W
SA9A-7.2-29M2IRT SA9A-7.2-29WM2IRT 120V 29Vdc 0.248A 7.2W
SA9A-7.2-31M2IRT / 120V 31vdc 0.232A 7.2W
SA9A-7.2-36M2IRT ! 120V 36Vdc 0.2A 7.2W
SA9A-08-06M2IRT SA9A-08-06WM2IRT 120V 6Vdc 1.34A 8w
SA9A-09-09M2IRT SA9A-09-09WM2IRT 120V 9Vdc 1A aw
SA9A-09-12M2IRT SA9A-09-12WM2IRT 120V 12Vdc 0.75A 9w
SA9A-09-24M2IRT SA9A-09-24WM2IRT 120V 24vdc 0.375A aw
SA9A-09-20M2IRT SA9A-09-20WM2IRT 120V 29Vdc 0.31A aw
SA9A-09-31M2IRT / 120V 31Vdc 0.29A 9W
SA9A-09-36M2IRT / 120V 36Vdc 0.25A 9w
SA9A-10-05M2IRT SA9A-10-06WM2IRT 120V 5Vdc 2A 10W
SA9A-13-12M2IRT SA9A-13-12WM2IRT 120V 12Vdc 1.08A 13W
SA9A-13-24M2IRT SA9A-13-24WM2IRT 120V 24Vdc 0.54A 13W
SA9A-13-29M2IRT SA9A-13-29WM2IRT 120V 29Vdc 0.448A 13W
SA9A-13-31M2IRT / 120V 31Vdc 0.419A 13W
SA9A-13-36M2IRT ! 120V 36Vdc 0.361A 13W
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SA9A-3.6W/6W/7.2W/9W/13W"WT" Series With Timmer Series
"W" can be W or blank to indicate IP level, W = Raintight (IP44), blank =Indoor Use (IP20).

"T" =Added 8 hrsTimmer Control. Timmer

e High Efficiency , Compliance To DOE / CEC Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit / Short Circuit / Over Current/ Over Voltage

e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

e Class 2 Power Unit

e Suitable For LED Lighting/Seasonal-Use LED Lighting /Garden Lighting Applications

e Comply UL1310 And FCC Regulations

e 1 Year Warranty

Dimension: 99(L)*38(W)*28(H)mm P20 Dimension: 107(L)*38(W)*28(H)mm P44

Safty & FCC:UL1310, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.

h:rnddet:t:‘rul?‘s:?r Mc(’::ilnl:il.lgmh::)er Input Voltage Output Voltage Output Current Output Wattage

SA9A-3.6-4.5T SA9A-3.6-4.5WT 120V 4.5Vdc 0.8A 3.6W
SAQA-3.6-06T SAQA-3.6-06WT 120V 6Vdc 0.6A 3.6W
SA9A-3.6-12T SAQA-3.6-12WT 120V 12Vdc 0.3A 3.6W
SA9A-3.6-24T SAOA-3.6-24WT 120V 24Vdc 0.15A 3.6W
SA9A-3.6-29T SAOA-3.6-29WT 120V 29Vdc 0.125A 3.6W
SA9A-3.6-31T / 120V 31vde 0.116A 3.6W
SA9A-3.6-36T / 120V 36Vdc 0.1A 3.6W
SA9A-04-29T SA9A-04-20WT 120V 29Vdc 0.138A 4W
SA9A-05-05T SA9A-05-05WT 120V 5Vdc 1A 5W
SA9A-06-06T SA9A-06-06WT 120V 6Vdc 1A BW
SA9A-06-12T SA9A-06-12WT 120V 12Vdc 0.5A 6W
SA9A-06-24T SA9A-06-24WT 120V 24Vdc 0.25A BW
SA9A-06-29T SA9A-06-29WT 120V 29vdc 0.206A BW
SA9A-06-31T / 120V 31Vdc 0.193A 6W
SAQA-06-36T / 120V 36Vdc 0.167A W
SA9A-7.5-05T SA9A-7.5-05WT 120V 5.5Vdc 1.5A 7.5W
SAQA-7.2-06T SAQA-7.2-06WT 120V 6Vdc 1.2A 7.2W
SAQA-7.2-12T SAQA-7.2-12WT 120V 12Vdc 0.6A 7.2W
SAQA-7.2-24T SAQA-7.2-24WT 120V 24Vdc 0.3A 7.2W
SAQA-7.2-29T SAQA-7.2-29WT 120V 29Vdc 0.248A 7.2W
SA9A-7.2-31T / 120V 31Vde 0.232A 7.2W
SA9A-7.2-36T / 120V 36Vdc 0.2A 7.2W
SA9A-08-06T SA9A-08-06WT 120V 6Vdc 1.34A 8w
SA9A-09-09T SA9A-09-09WT 120V 9vde 1A 9w
SA9A-09-12T SA9A-09-12WT 120V 12Vdc 0.75A 9w
SAQA-09-24T SA9QA-09-24WT 120V 24Vdc 0.375A 9w
SA9A-09-29T SA9A-09-29WT 120V 29vdc 0.31A aw
SA9A-09-31T / 120V 31Vdc 0.29A 9w
SA9A-09-36T / 120V 36Vdc 0.25A 9w
SA9A-10-05T SA9A-10-05WT 120V 5Vdc 2A 10W
SA9A-13-12T SA9A-13-12WT 120V 12Vdc 1.08A 13W
SAQA-13-24T SA9A-13-24WT 120V 24Vdc 0.54A 13W
SA9A-13-29T SA9A-13-29WT 120V 29vdc 0.448A 13W
SA9A-13-31T / 120V 31Vdc 0.419A 13W
SAQA-13-36T / 120V 36Vdc 0.361A 13W
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SA9A-3.6W/6W/7.2W/9W/13W "WPOT" Series With Photocell and Timmer Series
"W" can be W or blank to indicate IP level, W =Raintight (IP44), blank =Indoor Use (IP20).

"PO" can be PO. PO=Added Photocell Control. Photocell

"T" can be Tor blank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control. Timmer

e High Efficiency , Compliance To DOE / CEC Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit / Short Circuit / Over Current/ Over Voltage

e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

e Class 2 Power Unit

e Suitable For LED Lighting/Seasonal-Use LED Lighting /Garden Lighting Applications

e Comply UL1310 And FCC Regulations

e 1 Year Warranty

Dimension: 99(L)*38(W)*28(H)mm P20 Dimension: 107(L)*38(W)*28(H)mm 1P44

Safty & FCC:UL1310, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.
M(fnd:;:rul';;?)" M?;:ilnl\tliugmhger Input Voltage Output Voltage Output Current Output Wattage
SA9A-3.6-4.5P0OT SAYA-3.6-4.5WPOT 120V 4.5Vdc 0.8A 3.6W
SA9A-3.6-06POT SA9A-3.6-06WPOT 120V 6Vdc 0.6A 3.6W
SA9A-3.6-12POT SA9A-3.6-12WPOT 120V 12vde 0.3A 3.6W
SA9A-3.6-24POT SA9A-3.6-24WPOT 120V 24Vdc 0.15A 3.6W
SA9A-3.6-20POT SA9A-3.6-29WPOT 120V 29Vdc 0.125A 3.6W
SA9A-3.6-31POT / 120V 31vdc 0.116A 3.6W
SA9A-3.6-36POT / 120V 36Vdc 0.1A 3.6W
SA9A-04-29POT SA9A-04-29WPOT 120V 29vdc 0.138A aw
SA9A-05-05POT SA9A-05-05WPOT 120V 5Vdc 1A 5W
SA9A-06-06POT SA9A-06-06WPOT 120V 6Vdc 1A W
SAYA-06-12POT SA9A-06-12WPOT 120V 12Vde 0.5A 6W
SA9A-06-24POT SA9A-06-24WPOT 120V 24Vdc 0.25A 8W
SAYA-06-29POT SAYA-06-29WPOT 120V 29Vdc 0.206A 6w
SA9A-06-31POT / 120V 31Vdc 0.193A (]
SA9A-06-36POT / 120V 36Vdc 0.167A 6w
SA9A-7.5-05POT SA9A-7.5-05WPOT 120V 5.5Vdc 1.5A 7.5W
SA9A-7.2-06POT SA9A-7.2-06WPOT 120V 6Vdc 1.2A 7.2W
SA9A-7.2-12POT SA9A-7.2-12WPOT 120V 12Vdc 0.6A 7.2W
SA9A-7.2-24POT SA9A-7.2-24WPOT 120V 24Vdc 0.3A 7.2W
SA9A-7.2-29POT SA9A-7.2-29WPOT 120V 29Vdc 0.248A 7.2W
SA9A-7.2-31POT / 120V 31Vdc 0.232A 7.2W
SA9A-7.2-36POT / 120V 36Vdc 0.2A 7.2W
SA9A-08-06POT SA9A-08-06WPOT 120V 6Vdc 1.34A aw
SAYA-09-09POT SA9A-09-09WPOT 120V 9vdc 1A 9w
SA9A-09-12POT SA9A-09-12WPOT 120V 12Vdc 0.75A aw
SA9A-09-24POT SA9A-09-24WPOT 120V 24Vdc 0.375A aw
SAYA-09-29POT SAYA-09-29WPOT 120V 29Vdc 0.31A gw
SA9A-09-31POT / 120V 31Vdc 0.29A 9w
SAYA-09-36POT / 120V 36Vdc 0.25A gw
SA9A-10-05POT SA9A-10-05WPOT 120V 5Vdc 2A 10W
SA9A-13-12POT SA9A-13-12WPOT 120V 12Vdc 1.08A 13W
SA9A-13-24POT SA9A-13-24WPOT 120V 24Vdc 0.54A 13W
SA9A-13-20POT SA9A-13-20WPOT 120V 29Vdc 0.448A 13W
SA9A-13-31POT / 120 V 31Vdc 0.419A 13W
SA9A-13-36POT / 120V 36Vdc 0.361A 13W
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SA9X-3.6W/6W/8.4W/10.8W/13W "W" Series
X=E, B, S,H, (E=Europe plug Or Korea Plug / B= UK plug/S=AU plug/ H= Switzerland plug ).
"W" can be W or blank to indicate IP level, "W" = IP44, blank = IP20.

Functional
Timmer

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting / Applications

e Comply IEC Safety And EMC Regulations

e 1 Year Warranty

SA9S W Series= |P44
Dimension:101(L)*40(W)*40(H)mm

SA9H W Series= IP44
Dimension:120(L)*38(W)*28(H)mm

SA9E-W Series=IP44
Dimension:116(L)*42(W)*42(H)mm

SA9B W Series=IP44
Dimension:106(L)*48(W)*45H)mm

SA9E-Series=1P20
Dimension:104(L)*38(W)*28(H)mm
Safty & EMC:

EN61347-1, EN61347-2-13, EN62384, EN62368, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11,

SA9B Series= P20
Dimension:90(L)*48(W)*45(H)mm

SA9S Series=1P20
Dimension:85(L)*40(W)*40(H)mm

SA9H Series=IP20
Dimension:104(L)*38(W)*28(H)mm

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SA9X-1.2-Voltage W SA9X-1.2-Voltage 220~240V 2.5Vdc/3.5Vdc 0.48A/0.35A 1.2W
SA9X-2.4-Voltage W SA9X-2.4-Voltage 220~240V 3.5Vdc~36Vdc 0.067A~0.68A 2.4W

SA9X-3.6-4.5W SA9X-3.6-4.5 220~240V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06W SA9X-3.6-06 220~240V 6Vdc 0.6A 3.6W
SA9X-3.6-12W SA9X-3.6-12 220~240V 12Vde 0.3A 3.6W
SA9X-3.6-24W SA9X-3.6-24 220~240V 24Vdc 0.15A 3.6W
SA9X-3.6-31W SA9X-3.6-31 220~240V 31Vdc 0.12A 3.6W
SA9X-3.6-36W SA9X-3.6-36 220~240V 36Vdc 0.1A 3.6W
SA9X-05-05W SA9X-05-05 220~240V 5Vdc 1A 5W
SA9X-06-4.5W SA9X-06-4.5 220~240V 4.5Vdc 1.34A W
SA9X-06-06W SA9X-06-06 220~240V 6Vdc 1A W
SA9X-06-09W SA9X-06-09 220~240V 9Vvdc 0.7A BW
SA9X-06-12W SAYX-06-12 220~240V 12vdc 0.5A W
SA9X-06-24W SA9X-06-24 220~240V 24vde 0.25A BW
SA9X-068-31W SA9X-06-31 220~240V 31Vde 0.194A W
SA9X-06-36W SA9X-06-36 220~240V 36Vde 0.167A W
SA9X-7.5-05W SA9X-7.5-05 220~240V 5Vdc 1.5A 7.5W
SA9X-7.2-06W SA9X-7.2-06 220~240V 6Vdc 1.2A 7.2W
SA9X-08-06W SA9X-08-06 220~240V 6Vdc 1.34A 8W
SA9X-8.4-12W SA9X-8.4-12 220~240V 12Vde 0.7A 8.4W
SAOX-8.4-24W SA9X-8.4-24 220~240V 24Vdc 0.35A 8.4W
SA9X-8.4-31W SA9X-8.4-31 220~240V 31Vde 0.27A 8.4W
SA9X-8.4-36W SA9X-8.4-36 220~240V 36Vdc 0.25A 8.4W
SA9X-09-00W SA9X-09-09 220~240V 9Vdc 1A 9w
SA9X-10-05W SA9X-10-05 220~240V 5Vdc 2A 10W
SA9X-10.8-12W SA9X-10.8-12 220~240V 12Vdc 0.9A 10.8W
SA9X-10.8-24W SA9X-10.8-24 220~240V 24Vdc 0.45A 10.8W
SA9X-10.8-31W SAYX-10.8-31 220~240V 31vdc 0.35A 10.8W
SA9X-10.8-36W SAYX-10.8-36 220~240V 36Vdc 0.3A 10.8W
SA9X-12-09W SA9X-12-09 220~240V 9Vdce 1.3A 12w
SA9X-12-12W SA9X-12-12 220~240V 12Vde 1A 12W
SA9X-13-24W SA9X-13-24 220~240V 24Vdc 0.54A 13w
SA9X-13-31W SA9X-13-31 220~240V 31Vde 0.42A 13W
SA9X-13-36W SA9X-13-36 220~240V 36Vde 0.36A 13W
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SA9X-3.6W/6W/8.4W/10.8W/13W "WM2T" Series. With Functional and Timmer Series
X=E, B, S, H{E=Europe plug / B= UK plug / S=AU plug/ H= Switzerland plug ).

"W" can be W or blank to indicate IP level, "W" =1P44, blank =1P20.

"M2"= Build 8 Functional Controller.

"T" canbe T orblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control.
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LED Drivers

Functional
Timmer

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting / Applications

e Comply IEC Safety And EMC Regulations

¢ 1 Year Warranty

e 100% Full Load Burn-In Test

SA9E-W Series=1P44

Dimension:122(L)*42(W)*42(H)mm

SA9E-Series= IP20

Dimension:119(L)*38(W)*28(H)mm

"Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11, "

SA9B W Series=1P44

Dimension:112(L)*48(W)*45(H)mm

SA9B Series= P20
Dimension:102(L)*48(W)*45(H)mm

SA9S W Series= IP44
Dimension:109(L)*40(W)*44(H)mm

S 7

SA9S Series= P20
Dimension:101(L)*40(W)*40(H)mm

SA9H W Series= IP44

Dimension:127(L) *38 (W) *28(H)mm

. 7

SA9H Series= IP20

Dimension:119(L)*38(W)*28(H)mm

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SAGX-1.2-V WM2T SA9X-1.2-V M2T 220~240V 2.5Vdce/3.5Vde 0.48A/0.35A 1.2W
SA9X-2.4-V WM2T SA9X-2.4-V M2T 220~240V 3.5Vdc~36Vdc 0.067A~0.68A 2.4wW
SA9X-3.6-4.5WM2T SA9X-3.6-4.5M2T 220~240V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06WM2T SA9X-3.6-06M2T 220~240V 6Vdc 0.6A 3.6W
SA9X-3.6-12WM2T SA9X-3.6-12M2T 220~240V 12Vde 0.3A 3.6W
SA9X-3.6-24WM2T SA9X-3.6-24M2T 220~240V 24vdc 0.15A 3.6W
SA9X-3.6-31WM2T SA9X-3.6-31M2T 220~240V 31vdc 0.12A 3.6W
SA9X-3.6-36WM2T SAQ9X-3.6-36M2T 220~240V 36Vdc 0.1A 3.6W
SA9X-05-05WM2T SA9X-05-05M2T 220~240V 5Vdc 1A 5W
SA9X-06-06WM2T SA9X-06-06M2T 220~240V 6Vdc 1A 8w
SA9X-06-09WM2T SA9X-06-09M2T 220~240V 9vde 0.7A 6W
SA9X-06-12WM2T SA9X-06-12M2T 220~240V 12Vdc 0.5A W
SA9X-06-24WM2T SAOX-06-24M2T 220~240V 24vdc 0.25A 6W
SA9X-06-31WM2T SA9X-06-31M2T 220~240V 31Vdce 0.194A W
SA9X-06-36WM2T SA9X-06-36M2T 220~240V 36Vdc 0.167A 6w
SA9X-7.5-056WM2T SA9X-7.5-05M2T 220~240V 5Vdc 1.5A 7.5W
SA9X-7.2-06WM2T SA9X-7.2-06M2T 220~240V 6Vvdc 1.2A 7.2wW
SA9X-8.4-12WM2T SA9X-8.4-12M2T 220~240V 12Vdc 0.7A 8.4W
SA9X-8.4-24WM2T SA9X-8.4-24M2T 220~240V 24Vdc 0.35A 8.4wW
SA9X-8.4-31WM2T SA9X-8.4-31M2T 220~240V 31vdc 0.27A 8.4W
SA9X-8.4-36WM2T SA9X-8.4-36M2T 220~240V 36Vdc 0.25A 8.4W
SA9X-09-09WM2T SA9X-09-09M2T 220~240V 9vdc 1A 9w
SA9X-10.8-12WM2T SA9X-10.8-12M2T 220~240V 12Vde 0.9A 10.8W
SA9X-10.8-24WM2T SA9X-10.8-24M2T 220~240V 24Vdc 0.45A 10.8W
SA9X-10.8-31WM2T SA9X-10.8-31M2T 220~240V 31vdc 0.35A 10.8W
SA9X-10.8-36WM2T SA9X-10.8-36M2T 220~240V 36Vdc 0.3A 10.8W
SA9X-12-09WM2T SA9X-12-09M2T 220~240V 9vdc 1.3A 12w
SA9X-12-12WM2T SA9X-12-12M2T 220~240V 12Vdc 1A 12W
SA9X-13-24WM2T SAOX-13-24M2T 220~240V 24vdc 0.54A 13W
SA9X-13-31WM2T SA9X-13-31M2T 220~240V 31Vdc 0.42A 13W
SA9X-13-36WM2T SA9X-13-36M2T 220~240V 36Vdc 0.36A 13W
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SA9X-3.6W/6W/8.4W/10.8W/13W

X=E, B, S, H{E=Europe plug / B= UK plug / S=AU plug/ H= Switzerland plug ).
"W" can be W or blank to indicate IP level,
"M2"= Build 8 Functional Controller.
"PO"=Build Photocell Control.

"T" canbe T orblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control.

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation
e Programmable CV And CC Regulation

e Protection :Open Circuit / Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

SA9E-W Series=1P44

Dimension:122(L)*42(W)*42(H)mm

SA9E-Series= P20

Dimension:119(L)*38(W)*28(H)mm

SA9B W Series=1P44

SA9B Series=1P20
Dimension:102(L)*48(W)*45(H)mm

Dimension:112(L)*48(W)*45(H)mm

"W" =1P44, blank =1P20.

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting /Applications

e Comply IEC Safety And EMC Regulations

e 1 Year Warranty

SA9S W Series= P44
Dimension:109(L)*40(W)*44(H)mm

&

SA9S Series=1P20
Dimension:101(L)*40(W)*40(H)mm

"WM2POT" Series. With Functional / Photocell and Timmer Series

Functional
Photocell
Timmer

SA9H W Series= IP44
Dimension:127(L) *38 (W) *28(H)mm

&

SA9H Series= P20
Dimension:119(L)*38(W)*28(H)mm

"Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11, "

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SAGX-1.2-V WM2POT SA9X-1.2-V M2POT 220~240V 2.5Vdc/3.5Vde 0.48A/0.35A 1.2w
SA9X-2.4-V WM2POT SA9X-2.4-V M2POT 220~240V 3.5Vdc~36Vdc 0.067A~0.68A 2.4W
SA9X-3.6-4. 5WM2POT SA9X-3.6-4. 5M2POT 220~240V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06WM2POT SAQGX-3.6-06M2POT 220~240V 6Vdc 0.6A 3.6W
SA9X-3.6-12WM2POT SA9X-3.6-12M2POT 220~240V 12Vdc 0.3A 3.6W
SA9X-3.6-24WM2POT SA9X-3.6-24M2POT 220~240V 24Vdce 0.15A 3.6W
SA9X-3.6-31WM2POT SAGX-3.6-31M2POT 220~240V 31vdc 0.12A 3.6W
SA9X-3.6-36WM2POT SA9X-3.6-36M2POT 220~240V 36Vdc 0.1A 3.6W
SA9X-05-05WM2POT SA9X-05-05M2POT 220~240V 5Vdc 1A s5W
SA9X-06-06WM2POT SA9X-06-06M2POT 220~240V 6Vdc 1A BW
SA9X-06-09WM2POT SA9X-06-09M2POT 220~240V gvdc 0.7A BW
SAGX-06-12WM2POT SA9X-06-12M2POT 220~240V 12Vdc 0.5A 6W
SA9X-06-24WM2POT SA9X-06-24M2POT 220~240V 24vdc 0.25A 6W
SA9X-06-31WM2POT SA9X-06-31M2POT 220~240V 31Vdc 0.194A 6w
SASX-06-36WM2POT SA9X-06-36M2POT 220~240V 36Vdc 0.167A BW
SA9X-7.5-05WM2POT SA9X-7.5-05M2POT 220~240V 5Vdc 1.5A 7.5W
SA9X-7.2-06WM2POT SA9X-7.2-06M2POT 220~240V 6Vdc 1.2A 7.2W
SA9X-8.4-12WM2POT SA9X-8.4-12M2POT 220~240V 12Vdc 0.7A 8.4W
SA9X-8.4-24WM2POT SA9X-8.4-24M2POT 220~240V 24vdc 0.35A 8.4W
SA9X-8.4-31WM2POT SA9X-8.4-31M2POT 220~240V 31Vdc 0.27A 8.4W
SA9X-8.4-36WM2POT SA9X-8.4-36M2POT 220~240V 36Vdc 0.25A 8.4W
SA9X-09-09WM2POT SA9X-09-09M2POT 220~240V 9vdc 1A 9w
SA9X-10.8-12WM2POT SA9X-10.8-12M2POT 220~240V 12Vdc 0.9A 10.8W
SA9X-10.8-24WM2POT SA9X-10.8-24M2POT 220~240V 24Vdc 0.45A 10.8W
SA9X-10.8-31WM2POT SA9X-10.8-31M2POT 220~240V 31vdc 0.35A 10.8W
SA9X-10.8-36WM2POT SA9X-10.8-36M2POT 220~240V 36Vdc 0.3A 10.8W
SA9X-12-09WM2POT SA9X-12-09M2POT 220~240V 9vdc 1.3A 12w
SA9X-12-12WM2POT SA9X-12-12M2POT 220~240V 12Vdc 1A 12w
SA9X-13-24WM2POT SA9X-13-24M2POT 220~240V 24vdc 0.54A 13W
SA9X-13-31WM2POT SA9X-13-31M2POT 220~240V 31Vdc 0.42A 13W
SA9X-13-36WM2POT SA9X-13-36M2POT 220~240V 36Vdc 0.36A 13w
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SA9X-3.6W/6W/8.4W/10.8W/13W "WM2IRT" Series. With Functional / Remote Cnotrol and Timmer Series
X=E, B, S, H{E=Europe plug / B= UK plug / S=AU plug/ H= Switzerland plug).
"W" can be W or blank to indicate IP level, "W" =1P44, blank =1P20.

ower /N CE & 0] O sewy erp

LED Drivers

"M2"= Build 8 Functional Controller. Functional
"IR"=Added Remote Control. Remote Cnotrol
"T" canbe T orblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control. Timmer

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

e 100% Full Load Burn-In Test

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting /Applications

e Comply IEC Safety And EMC Regulations

e 1 Year Warranty

SA9H W Series= IP44
Dimension:127(L) *38 (W) *28(H)mm

SA9E-W Series=IP44
Dimension:122(L)*42(W)*42(H)mm

SA9B W Series=1P44
Dimension:112(L)*48(W)*45(H)mm

SA9S W Series= |1P44
Dimension:109(L)*40(W)*44(H)mm

SA9H Series= IP20
Dimension:119(L)*38(W)*28(H)mm

SA9B Series= IP20
Dimension:102(L)*48(W)*45(H)mm

SA9S Series=1P20
Dimension:101(L)*40(W)*40(H)mm

Remote Controller
Dimension:86(L)*40(W)*7(H)mm

“Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11, "

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SA9X-1.2-V WM2IRT SA9X-1.2-V M2IRT 220~240V 2.5Vde/3.5Vde 0.48A/0.35A 1.2wW
SA9X-2.4-V W M2IRT SA9X-2.4-V M2IRT 220~240V 3.5Vdc~36Vdc 0.067A~0.68A 2.4W
SA9X-3.6-4. 5WM2IRT SAYX-3.6-4.5M2IRT 220~240V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06WM2IRT SA9X-3.6-06M2IRT 220~240V 6Vdc 0.6A 3.6W
SA9X-3.6-12WM2IRT SA9X-3.6-12M2IRT 220~240V 12Vdc 0.3A 3.6W
SA9X-3.6-24WM2IRT SA9X-3.6-24M2IRT 220~240V 24Vdc 0.15A 3.6W
SA9X-3.6-31WM2IRT SA9X-3.6-31M2IRT 220~240V 31vdc 0.12A 3.6W
SA9X-3.6-36 WM2IRT SA9X-3.6-36M2IRT 220~240V 36Vdc 0.1A 3.6W
SA9X-05-05WM2IRT SA9X-05-05M2IRT 220~240V 5vdc 1A 5W
SA9X-06-06WM2IRT SA9X-06-06M2IRT 220~240V 6Vdc 1A 6W
SA9X-06-09WM2IRT SA9X-06-09M2IRT 220~240V 9vdc 0.7A 6W
SA9X-06-12WM2IRT SA9X-06-12M2IRT 220~240V 12Vdc 0.5A W
SA9X-06-24WM2IRT SA9X-06-24M2IRT 220~240V 24Vdc 0.25A 6W
SA9X-06-31WM2IRT SA9X-06-31M2IRT 220~240V 31vdc 0.194A 6W
SA9X-06-36WM2IRT SA9X-06-36M2IRT 220~240V 36Vdc 0.167A W
SA9X-7.5-05WM2IRT SA9X-7.5-05M2IRT 220~240V 5Vdc 1.5A 7.5W
SA9X-7.2-06WM2IRT SA9X-7.2-06M2IRT 220~240V 6Vdc 1.2A 7.2W
SA9X-8.4-12WM2IRT SA9X-8.4-12M2IRT 220~240V 12Vdc 0.7A 8.4W
SA9X-8.4-24WM2IRT SAOX-8.4-24M2IRT 220~240V 24Vdc 0.35A 8.4W
SA9X-8.4-31WM2IRT SA9X-8.4-31M2IRT 220~240V 31vdc 0.27A 8.4W
SA9X-8.4-36WM2IRT SA9X-8.4-36M2IRT 220~240V 36Vdc 0.25A 8.4W
SA9X-09-09WM2IRT SA9X-09-09M2IRT 220~240V 9vdc 1A aw

SA9X-10.8-12WM2IRT SA9X-10.8-12M2IRT 220~240V 12Vdc 0.9A 10.8W
SA9X-10.8-24WM2IRT SA9X-10.8-24M2IRT 220~240V 24Vdc 0.45A 10.8W
SA9X-10.8-31WM2IRT SA9X-10.8-31M2IRT 220~240V 31Vdc 0.35A 10.8W
SA9X-10.8-36WM2IRT SA9X-10.8-36M2IRT 220~240V 36Vdc 0.3A 10.8W
SA9X-12-09WM2IRT SA9X-12-09M2IRT 220~240V 9vdc 1.3A 12W
SA9X-12-12WM2IRT SA9X-12-12M2IRT 220~240V 12Vdc 1A 12w
SA9X-13-24WM2IRT SA9X-13-24M2IRT 220~240V 24Vdc 0.54A 13w
SA9X-13-31WM2IRT SA9X-13-31M2IRT 220~240V 31vdc 0.42A 13W
SA9X-13-36WM2IRT SA9X-13-36M2IRT 220~240V 36Vdc 0.36A 13W
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SA9X-3.6W/6W/8.4W/10.8W/13W "WT" Series. With Timmer Series

X=E, B, S, H{E=Europe plug / B= UK plug / S=AU plug/ H= Switzerland plug).
"W" can be W or blank to indicate IP level, "W" =1P44, blank =1P20.

"T" canbe T. T=Added 8 hrs Timmer Controller.

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting / Applications

e Comply IEC Safety And EMC Regulations

e 1 Year Warranty

Timmer

e 100% Full Load Burn-In Test

SA9E-W Series=1P44

Dimension:122(L)*42(W)*42(H)mm

SA9E-Series= P20

Dimension:119(L)*38(W)*28(H)mm

SA9B W Series=1P44

SA9B Series=1P20
Dimension:102(L)*48(W)*45(H)mm

Dimension:112(L)*48(W)*45(H)mm

SA9S W Series= I1P44
Dimension:109(L)*40(W)*44(H)mm

SA9H W Series= P44

Dimension:127(L) *38 (W) *28(H)mm

SA9S Series=1P20

Dimension:101(L)*40(W)*40(H)mm

SA9H Series= P20
Dimension:119(L)*38(W)*28(H)mm

“Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11,"

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SAOX-1.2-VWT SA9X-1.2-VT 220~240V 2.5Vdc/3.5Vdc 0.48A/0.35A 1.2W
SA9X-2.4-VWT SA9X-2.4-VT 220~240V 3.5Vdc~36Vdc 0.067A~0.68A 2.4W

SA9X-3.6-4.5WT SA9X-3.6-4.5T 220~240V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06WT SA9X-3.6-06T 220~240V 6Vdc 0.6A 3.6W
SA9X-3.6-12WT SA9X-3.6-12T 220~240V 12Vdc 0.3A 3.6W
SA9X-3.6-24WT SA9X-3.6-24T 220~240V 24Vdc 0.15A 3.6W
SAOX-3.6-31WT SA9X-3.6-31T 220~240V 31vdc 0.12A 3.6W
SAQX-3.6-36WT SA9X-3.6-36T 220~240V 36Vdc 0.1A 3.6W
SA9X-05-05WT SA9X-05-05T 220~240V 5Vdc 1A 5W
SA9X-06-06WT SA9X-06-06T 220~240V 6Vdc 1A BW
SA9X-06-09WT SA9X-06-09T 220~240V 9Vdc 0.7A W
SA9X-06-12WT SA9X-06-12T 220~240V 12Vde 0.5A BW
SA9X-06-24WT SA9X-06-24T 220~240V 24Vde 0.25A BW
SA9X-06-31WT SA9X-06-31T 220~240V 31Vde 0.194A BW
SA9X-06-36WT SA9X-06-36T 220~240V 36Vdc 0.167A BW
SA9X-7.5-05WT SA9X-7.5-05T 220~240V 5Vdc 1.5A 7.5W
SA9X-7.2-06WT SA9X-7.2-06T 220~240V 6Vdc 1.2A 7.2W
SA9X-8.4-12WT SA9X-8.4-12T 220~240V 12vde 0.7A 8.4W
SAOX-8.4-24WT SA9X-8.4-24T 220~240V 24Vdc 0.35A 8.4W
SA9X-8.4-31WT SA9X-8.4-31T 220~240V 31vde 0.27A 8.4W
SAOX-8.4-36WT SA9X-8.4-36T 220~240V 36Vdc 0.25A 8.4W
SA9X-09-09WT SA9X-09-09T 220~240V 9Vde 1A 9w
SA9X-10.8-12WT SA9X-10.8-12T 220~240V 12Vde 0.9A 10.8W
SA9X-10.8-24WT SA9X-10.8-24T 220~240V 24Vdc 0.45A 10.8W
SA9X-10.8-31WT SA9X-10.8-31T 220~240V 31Vdc 0.35A 10.8W
SA9X-10.8-36WT SA9X-10.8-36T 220~240V 36Vdc 0.3A 10.8W
SA9X-12-09WT SA9X-12-09T 220~240V 9Vdc 1.3A 12W
SA9X-12-12WT SA9X-12-12T 220~240V 12Vdc 1A 12W
SA9X-13-24WT SA9X-13-24T 220~240V 24Vdc 0.54A 13W
SA9X-13-31WT SA9X-13-31T 220~240V 31Vdc 0.42A 13W
SA9X-13-36WT SA9X-13-36T 220~240V 36Vdc 0.36A 13W
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SA9X-3.6W/6W/8.4W/10.8W/13W "WPOT" Series. With Photocell and Timmer Series

X=E, B, S, H{E=Europe plug / B= UK plug / S=AU plug/ H= Switzerland plug ).

"W" can be W or blank to indicate IP level, "W" =1P44, blank =IP20.

"PO" can be PO. PO=Added Photocell Control.

"T" can be T orblank. T=Added 8 hrsTimmer Control, blank have no added Timmer Control.

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting / Applications

e Comply IEC Safety And EMC Regulations

e 1 Year Warranty

ower /N CE & 0] O sewy erp

LED Drivers

Photocell
Timmer

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

® 100% Full Load Burn-In Test

SA9E-W Series=IP44 SA9B W Series=IP44
Dimension:122(L)*42(W)*42(H)mm Dimension:112(L)*48(W)*45(H)mm

SA9S W Series= P44
Dimension:109(L)*40(W)*44(H)mm

SA9H W Series= IP44
Dimension:127(L) *38 (W) *28(H)mm

SA9E-Series= P20
Dimension:119(L)*38(W)*28(H)mm

“Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11, "

SA9B Series= P20
Dimension:102(L)*48(W)*45(H)mm

SA9S Series= P20
Dimension:101(L)*40(W)*40(H)mm

SA9H Series=IP20
Dimension:119(L)*38(W)*28(H)mm

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SA9X-1.2-V WPOT SA9X-1.2-V POT 220~240V 2.5Vdc/3.5Vde 0.48A/0.35A 1.2W
SA9X-2.4-VWPOT SA9X-2.4-V POT 220~240V 3.5Vdc~36Vdc 0.067A~0.68A 2.4W
SA9X-3.6-4.5WPOT SA9X-2.4-V POT 220~240V 4.5Vdc 0.8A 3.6W
SA9X-3.6-06WPOT SA9X-3.6-4.5POT 220~240V 6Vdc 0.6A 3.6W
SA9X-3.6-12WPOT SA9X-3.6-06POT 220~240V 12Vde 0.3A 3.6W
SA9X-3.6-24WPOT SA9X-3.6-12POT 220~240V 24Vdc 0.15A 3.6W
SA9X-3.6-31WPOT SA9X-3.6-24POT 220~240V 31vdc 0.12A 3.6W
SA9X-3.6-36WPOT SA9X-3.6-31POT 220~240V 36Vdc 0.1A 3.6W
SA9X-05-05WPOT SA9X-3.6-36POT 220~240V 5Vdc 1A 5W
SA9X-06-06WPOT SA9X-05-05POT 220~240V 6Vdc 1A W
SA9X-06-09WPOT SA9X-06-06POT 220~240V 9Vdc 0.7A W
SA9X-06-12WPOT SA9X-06-09POT 220~240V 12Vdc 0.5A 6W
SA9X-06-24WPOT SA9X-06-12POT 220~240V 24vdc 0.25A 6w
SA9X-06-31WPOT SA9X-06-24POT 220~240V 31Vdc 0.194A 6w
SA9X-06-36WPOT SA9X-06-31POT 220~240V 36Vdc 0.167A 6W
SA9X-7.5-05WPOT SA9X-06-36POT 220~240V 5Vdc 1.5A 7.5W
SA9X-7.2-06WPOT SA9X-7.5-05POT 220~240V 6Vdc 1.2A 7.2W
SA9X-8.4-12WPOT SA9X-7.2-06POT 220~240V 12vdc 0.7A 8.4W
SA9X-8.4-24WPOT SA9X-8.4-12POT 220~240V 24Vvdc 0.35A 8.4W
SA9X-8.4-31WPOT SA9X-8.4-24POT 220~240V 31Vdc 0.27A 8.4W
SA9X-8.4-36WPOT SA9X-8.4-31POT 220~240V 36Vdc 0.25A 8.4W
SA9X-09-09WPOT SA9X-8.4-36POT 220~240V 9vdc 1A 9w

SA9X-10.8-12WPOT SA9X-09-09POT 220~240V 12Vdc 0.9A 10.8W
SA9X-10.8-24WPOT SA9X-10.8-12POT 220~240V 24Vdc 0.45A 10.8W
SA9X-10.8-31WPOT SA9X-10.8-24POT 220~240V 31Vdc 0.35A 10.8W
SA9X-10.8-36WPOT SA9X-10.8-31POT 220~240V 36Vdc 0.3A 10.8W
SA9X-12-09WPOT SA9X-10.8-36POT 220~240V 9vdc 1.3A 12W
SA9X-12-12WPOT SA9X-12-09POT 220~240V 12Vdc 1A 12W
SA9X-13-24WPOT SA9X-12-12POT 220~240V 24Vdc 0.54A 13W
SA9X-13-31WPOT SA9X-13-24POT 220~240V 31Vde 0.42A 13W
SA9X-13-36WPOT SA9X-13-31P0O 220~240V 36Vdc 0.36A 13W
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Features SA8X-3.6W 6W 7.5W Series X=E,B(E=Europe/B=UK)

e High Efficiency , Compliance To ErP / CEC Directive

e Constant Current/ Constant Voltage

e Protection :Open Circuit/ Short Circuit / Over Current

Over Voltage / Over Temperature

e Auto Restart After Fault Conditions Removal

e 100% Full Load Burn-In Test

1P44 waoe w cumn SELV
T0C Power Products Co.Li.01

Dimension:52(L)*47.5(W)*46.5(H)mm
Safty & EMC:
EN61347-1, EN61347-2-13, EN62384,

EN55015, EN61000-3-2, EN61000-3-3,

EN61547, IEC61000-4-2/3/4/5/6/8/11.

e SELV Equivalent
e Suitable For X'max Lighting Applications
e Comply IEC Safety And EMC Regulations
e EMC Improve Version for Christmas Iron Trees,
Ice Bar, Door Rattan, Flag or other complex lighting

IP20/1P44

Model Number | EMCImprove Version |Input Voltage|Output Voltage|Output Current Output Wattage
SAB8X-029-1200W ! 220~240V 2.9V 1.2A 3.6W
SA8X-030-1200W / 220~240V 3v 1.2A 3.6W
SAB8X-240-0150W | SA8X-240-0150WS | 220~240V 24V 0.15A 3.6W
SABX-310-0120W | SA8X-310-0120WS | 220~240V 31V 0.12A 3.6W
SAB8X-050-1200W / 220~240V 5V 1.2A 6W
SAB8X-120-0500W / 220~240V 12V 0.5A W
SABX-240-0250W | SA8X-240-0250WS | 220~240V 24V 0.25A 6W
SABX-310-0194W [ SA8X-310-0194WS | 220~240V 31V 0.194A 6w
SABX-240-0312W | SA8X-240-0312WS | 220~240V 24V 0.312A 7.5W
SABX-310-0242W | SA8X-310-0242WS | 220~240V 31V 0.242A 7.5W
IP20/1P44

Features SA8X-12W Series X=E,B(E=Europe/B=UK)

e High Efficiency , Compliance To ErP / CEC Directive

e Constant Current / Constant Voltage

e Protection :Open Circuit / Short Circuit / Over Current

Over Voltage / Over Temperature

e Auto Restart After Fault Conditions Removal

e 100% Full Load Burn-In Test

M‘ LEDDRAIVER

MODEL: SABE-120-1000W
PRI: 100-240V ~ S0/60Hz 0.44 Max
SEC:1V==1A @180

&1 C€ v
B0 X

TOC Power Products Ca.,Lid. 01
12:40°C A=04C MADENCHINA

Dimension:60.5(L)*56(W)*63.5(H)mm
Safty & EMC:
EN61347-1, EN61347-2-13, En62384,

EN55015, EN61000-3-2, EN61000-3-3,

EN61547, IEC61000-4-2/3/4/5/6/8/11.

e SELV Equivalent
e Suitable For X'max Lighting Applications
e Comply IEC Safety And EMC Regulations
e EMC Improve Version for Christmas Iron Trees,
Ice Bar, Door Rattan, Flag or other complex lighting

Model Number Input Voltage |Output Voltage |Output Current | Output Wattage
SA8X-120-1000W 220~240V 12v 1A 12W
SA8X-240-0500W 220~240V 24V 0.5A 12W
SA8X-310-0387W 220~240V 31V 0.387A 12W
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Features SA8X-6W Series X=E,B,S(E=Europe/B=UK/S=Australia)

e High Efficiency , Compliance To ErP / CEC Directive

IP20/1P44

e Signd Output Or Build 8 Function Controller

e Constant Current/ Constant Voltage

e Protection :Open Circuit/ Short Circuit / Over Current

Over Voltage / Over Temperature
e Auto Restart After Fault Conditions Removal

e SELV Equivalent
e Suitable For X'max Lighting Applications
e Comply IEC Safety And EMC Regulations

e 100% Full Load Burn-In Test

%’ LED DRIVER

MODEL : SA88-300-0200M2 (M)
INPUT :100-240V~50-60H1 0,15 WAX
OUTPUT: 3V-—=0.2A @1c. 65"
Tad0"C  A=0.4C

&BoB
CE@ 2

T0C Powes Products Co Lid 01
Forlndoorsseonly MADE % CHNA

Dimension:52(L)*47.5(W)*46.5(H)mm

Safty & EMC:

EN61347-1, EN61347-2-13, EN62384,

EN55015, EN61000-3-2, EN61000-3-3,
EN61547, IEC61000-4-2/3/4/5/6/8/11.

Features SA8X-15W Series X=E,B,S(E=Europe/B=UK/S=Australia)

e High Efficiency , Compliance To ErP / CEC Directive

e Constant Current/ Constant Voltage

e Protection :Open Circuit/ Short Circuit / Over Current

Over Voltage / Over Temperature
e Auto Restart After Fault Conditions Removal

e 100% Full Load Burn-In Test

@un DANER
MODEL: SABE-300-0500WM2 {M)-1
INPUT 100-240% — S0-6042 044 MAX
TR 0 = 0K @S €

Dimension:60.5(L)*56(W)*63.5(H)mm

Safty & EMC:

EN61347-1, EN61347-2-13, EN62384,

EN55015, EN61000-3-2, EN61000-3-3,
EN61547, |IEC61000-4-2/3/4/5/6/8/11.

15|LED DRIVERS

Model Number Input Voltage |Output Voltage |Output Current|Output Wattage
SA8X-120-0500M2 100~240V 12v 0.5A 6W
SA8X-240-0250M2 100~240V 24V 0.25A W
SA8X-300-0200M2 100~240V 30V 0.2A 6W
SA8X-320-0188M2 100~240V 32V 0.187A 6W
SA8X-360-0167M2 100~240V 36V 0.168A B6W

SA8X-120-0500WM2 100~240V 12v 0.5A 6w
SABX-240-0250WM2 100~240V 24V 0.25A 6W
SA8X-300-0200WM2 100~240V 30V 0.2A B6W
SA8X-320-0188WM2 100~240V 32v 0.188A 6w
SA8X-360-0167WM2 100~240V 36V 0.167A BW
IP20/1P44

¢ Signd Output Or Build 8 Function Controller

e SELV Equivalent

e Suitable For X'max Lighting Applications

e Comply IEC Safety And EMC Regulations

Model Number Input Voltage |Output Voltage |Output Current| Output Wattage
SA8X-240-0625M2 100~240V 24~26V 0.625A 15W
SA8X-300-0500M2 100~240V 30~32Vv 0.5A 15W
SA8X-320-0468M2 100~240V 32~34V 0.468A 15W
SAB8X-360-0417M2 100~240V 36~38V 0.417A 15W

SABX-240-0625WM2 100~240V 24~26V 0.625A 15W
SA8X-300-0500WM2 100~240V 30~32V 0.5A 15W
SA8X-320-0468WM2 100~240V 32~34V 0.468A 15W
SA8X-360-0417WM2 100~240V 36~38V 0.417A 15W




ower Controller/ Battery Box Controller (Fghe=

1. Electrical Specification
Input Voltage : 3~6V / 6~36VDC IP44
Input Current: 200mA Max / 400mA Max / 500mA Max / 1000mA Max.

2. Build 8 Functional
Input Voltage : 3~6V /6~36VDC
Input Current: 200mA Max / 400mA Max / 500mA Max / 1000mA Max.

e Combination e Chasing/Flash e OFF (Optional)

e In wave e Slow fade
e Sequencial e Twinkle Flash
e SLO-GLO e Steady on

Dimension: 83(L)*27.5(W)*21.5(H)mm

Dimension: 48(L)*44(W)*18(H)mm Dimension: 48(L)*44(W)*17(H)mm Dimension:
86(L)*40(W)*7(H)mm (Remote Controller)

Battery Box Controller
1.Electrical Specification
Input Voltage: 3 X1.5Vdc AA Battery
DC OutputVoltage: 4.5~36Vdc DC Output Current:0~600mA

2.Functional .
Build 8 Flash Functional or Steady on/ Flach/ Off
Timed 6 Hours/ 24Hours Cycle
Two Loop Two Line

Dimension: 79(L)*52(W)*20(H)mm

LED DRIVERS‘I 6
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SABX-25W-WP Series SA9X-22W Series
X=E, B, A(E=Europe/B=UK/A=UL plug) Suitable for Outdoorand Indoor Use
"W" can be Worblank toindicate IP level, "W" = IP44, blank = 1P20.

e High Efficiency , Compliance To ErP Directive

e High Precision Constant Voltage And Current Regulation

e Programmable CV And CC Regulation

e Protection :Open Circuit/ Short Circuit / Over Current Over Voltage
e Auto Restart After Fault Conditions Remove

® 100% Full Load Burn-In Test

& %

SABE-Series= P44
Dimension:104(L)*56(W)*37(H)mm

e SELV Equivalent

e Suitable For X'max Lighting / LED Lighting
Garden Lighting / Applications

e Comply IEC Safety And EMC Regulations

e 1 Year Warranty

SABE-Series=1P20
Dimension:104(L)*56(W)*37(H)mm

SA8B-Series=IP20/IP44
Dimension:104(L)*56(W)*37(H)mm

Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11,

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage OQutput Current Output Wattage
SABX-120-2100WP SABX-120-2100P 220~240V 12Vdc 2.1A 25W
SABX-240-1050WP SABX-240-1050P 220~240V 24Vdc 1.05A 25W

SA9A-Series=IP20/IP44
Dimension:85. 8(L)*50. 2(W)*35(H)mm
Safty & EMC:
Safty & FCC:UL1310, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.
Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage OQutput Current Output Wattage
SAQA-22-12W SA9A-22-12 120V 12Vdc 1.83A 22w
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E149474

SA8X-45W-WP Series SA9X-36W Series SA9X-50W Series
X=E, B, A(E=Europe/B=UK/A=UL plug) Suitable for Outdoor and Indoor Use
"W" can be W or blank to indicate IP level, "W" = |P44, blank = IP20.

e High Efficiency , Compliance To ErP Directive e SELV Equivalent

e High Precision Constant Voltage And Current Regulation e Suitable For X'max Lighting / LED Lighting
e Programmable CV And CC Regulation Garden Lighting / Applications

e Protection :Open Circuit / Short Circuit / Over Current Over Voltage e Comply I[EC Safety And EMC Regulations
e Auto Restart After Fault Conditions Remove e 1 Year Warranty

e 100% Full Load Burn-In Test

4 4 -

SABE-Series= P44 SA8E-Series= IP20 SAB8B-Series= IP20/IP44
Dimension:104(L)*56(W)*37(H)mm Dimension:104(L)*56(W)*37(H)mm Dimension:104(L)*56(W)*37(H)mm

Safty & EMC:EN61347-1, EN61347-2-13, EN62384, EN55015, EN61000-3-2, EN61000-3-3, EN61547, IEC61000-4-2/3/4/5/6/8/11,

Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
SABX-120-3500WP SABX-120-3500P 220~240V 12Vde 3.5A 42w
SA8X-240-1870WP SAB8X-240-1870P 220~240V 24Vdc 1.87A 44.88W
SABX-280-1600WP SABX-280-1600P 220~240V 28Vde 1.6A 44.8W
SABX-320-1400WP SABX-320-1400P 220~240V 32Vdc 1.4A 44.8W

SA9A-36W=1P20 SA9A-Series= IP44
Dimension:90(L) *51 (W) *39 (H)mm Dimension:104(L)*56(W)*37(H)mm
Safty & EMC:
Safty & FCC:UL1310, CSA-C22.2 No. 107.1, CSAC22.2 NO. 223-M91 Class 2, FCC Part 15 Class B.
Model Number(IP44) Model Number(IP20) Input Voltage Output Voltage Output Current Output Wattage
/ SA9A-36-12HPF 120V 12Vdc 3A 36W
SA9A-36-12W ! 120V 12Vdc 3A 36W
SA9A-36-24W ! 120V 24Vdc 1.5A 36W
SA9A-48-24W ! 120V 24Vdc 2A 48W
SA9A-50-29W ! 120V 29vdc 1.72A 50W
SA9A-50-36W ! 120V 36Vdc 1.38A 50w

LED DRIVERS‘I 8



Taiwan Office

Address:Room C13,5F,N0.210,Sec.3,Ta-Tung Road,
Shi-Chih District,New Taipei City, Taiwan
Tel:+886-2-8647-3003

Fax:+886-2-8647-1811

E-mail Address:lisa@tdcpower.com.tw
http://www.tdcpower.com.tw

DongGuan Factory

Address:DongKeng 3rd Industry District,

DongKeng Town,DongGuan City,GuangDong Province,China
Tel:+86-769-8388-7020 8388-4984

Fax:+86-769-8388-2974

E-mail Address:jacky@tdcpower.com.cn Mobile:86(0)18028232768
marcos@tdcpower.com.cn Mobile:86(0)18028232765
http://www.tdcpower.com.tw

SuZhou Factory

Address:No.12 West Beijing Rd,
Tai-Cang City,Jiang Su Province,China
Tel:+86-512-5362-3656
Fax:+86-512-5362-7598

E-mail Address:steven@tdcpower.com.tw
Mobile:86(0)13706241686
http://www.tdcpower.com.tw
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